
VIDEO CAPTURE

What started 20 years ago with single Channel Analog 

Video has evolved ïIntroducing the RAPTOR Series

12G-SDI | HDMI2.0 4K60

H.264 ENCODING | DECODING

Flexible Encoding and Decoding 

Hardware.

VIDEO  WORKFLOW ESSENTIALS

We extended our Portfolio with Converters, Switchers, 

Multiviewers, Fiber Extenders as well as Video Distribution 

Amplifiers.

PRODUCT OVERVIEW



PCIe and M.2 CAPTURE CARDS ςRAPTOR SERIES

Simulstream: Simulstream lets you extract multiple streams with independent resolutions and frame 
rates from a single input. Simulstream is a standard feature on all Osprey Digital Video Capture Cards and 
is also available for our Analog Capture Cards

12G/3G-SDI Features:
Å 12G Inputs up to DCI 2160P60
Å 3G Inputs up to 1080P60
Å Video Outputs on 945, 1215, 1225, 1245, 1285
Å 16 Audio Channels per Input
Å Simulstream
ÅMedialooks SDK Support
Å Independent Scaling and Frame Rate Conversion 

for each Input

HDMI 2.0 / 1.4 Features:
Å HDMI2.0 Inputs up to 4k60
Å HDMI1.4 Inputs up to 4K30
Å 8 Audio Channels per Input
Å Simulstream
ÅMedialooks SDK Support
Å Independent Scaling and Frame Rate Conversion 

for each Input
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Notes: All PCIeCapturecardsare basedon x4 or x8 Gen2 technology
The1245and1285are limited to a combined32Ginput bandwidthbetweenall input Channels.
EmbeddedAudioChannelsare Mono Channels. Forexampleall SDICaptureCardssupport16AudioChannelsper input hence8 StereoChannels

915, 916, 925, 927, 935, 914, 924 are also available in a RUGGED Version featuring:
Å Passive Cooling
Å Extended Temperature Range of 0oC to 60oC
Å Coating for high humidity / outdoor applications
Å Extended 3yr Warranty

Osprey Rugged

All logos and trademarks are the property of their respective owners

3G-SDI 12G-SDI HDMI1.4/2.0 3G-SDI / HDMI1.4

FANLESS
CLOSED CAPTION

SUPPORT
MediaLooks, DirectShow

V4L2, Osprey SDK



PCIe CAPTURE CARDS ςANALOG and MULTI FORMAT

Multi Format Input Capture Cards Features:
Å Dual Inputs up to 1080P60
Å Video: SDI, HDMI, DVI, VGA, Component, S-Video, Composite
Å Audio: Embedded SDI and HDMI, AES/EBU, SPDIF, ANALOG
Å Simulstream
Å Independent Scaling and Frame Rate Conversion for each Input
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AV: Features available with AV Option                             * 3 Switchable Inputs                              + StandardDefinition Only 

Analog Input Capture Cards Features:
Å Up to 8 Input Channels
Å Video: Component, S-Video, Composite
Å Audio: BALANCED and UNBALANCED ANALOG STEREO
Å Simulstream Optional
Å Independent Scaling and Frame Rate Conversion for each Input

USB VIDEO CAPTURE ς3G SDI and HDMI 1.3
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All logos and trademarks are the property of their respective owners

USB Video Capture Devices Features:
ÅtƭǳƎ ƴΩtƭŀȅ ǳǎƛƴƎ ǎǘŀƴŘŀǊŘ ¦±/ 5ǊƛǾŜǊ
Å USB3.0 for Video Capture up to 1080P60 with SDI or HDMI Inputs
Å Display for Input and Output Resolution and Frame rate
ÅManual and Software Control Modes
Å Hardware Scaling and Frame Rate Conversion



HARDWARE H.264 ENCODING

TalonG2 H.264Encoder
________________________________________________________

Å SDI,HDMI,CVBS,AnalogAudioInputs
Å 3 ConfigurationModes
Å EmbeddedClosedCaptionSupport
Å SimultaneousStreamingandArchiving
Å TouchDisplaywith the followingfeatures:

IPAddress
StatusIndicatorEncoding/Idle
EncodingStart/Stop

TalonG1 H.264Encoder
________________________________________________________

Å SDI,HDMI,CVBS,AnalogAudioInputs
Å 3 ConfigurationModes
Å EmbeddedClosedCaptionSupport
Å SimultaneousStreamingandArchiving

TalonG1HH.264Encoder
________________________________________________________

Å HDMI,CVBS,AnalogAudioInputs
ÅOneTouchEncoding
Å 2 ConfigurationModes
Å EmbeddedClosedCaptionSupport
Å SimultaneousStreamingandArchiving

OspreyTalon G2, G1 and G1H hardware-based streaming
contribution encodersare designedfor A/V and broadcast
customerslookingfor end-to-end video-streamingtools. The
Talonseriesingestsvideo from multiple formats, encodesit
to H.264, anddeliversit overIP.
Capableof ingesting video via 3G-SDI, HDMI, or Analog
Composite, Talon series encode up to three streams
simultaneously,with frame alignmentacrossall streamsfor
multiple-bit-rate RTMPstreaming. Encodeconfigurationsare
independent(unlessframe aligned)allowingusersto create
up to three separateencodes,i.e. one RTMPstream, one
UDPstreamanda separatearchivesavedas.ts file. A simple,
Web-based interface gives users quick accessto encoding
settingsfor easyconfiguration.
A 2x2 Mode enablesthe user to simultaneousencodefrom
the SDIandHDMIInputs(G1 andG2 Only).

SeamlessAPIintegration.

HARDWARE H.264 DECODING

Talon G2 H.264 Decoder
________________________________________________________

Å SDI Output with EIA-608 & EIA-708 Closed 
Caption Support

Å HDMI Output
Å Decodes up to four H.264 RTP, UDP 

Streams, and TS Files
Å TouchDisplaywith the followingfeatures:

IPAddress
StatusIndicatorDecoding/Idle
DecodingStart/Stop

Talon G1 H.264 Decoder
________________________________________________________

Å HDMI Output
Å Decodes up to four H.264 RTP and UDP 

Streams and .TS Files

A perfect complement for the EncoderLine, the Talon
Decoders can accept up to 4 input streams via
RTP/UDP/.TSfor point to point delivery.

All logos and trademarks are the property of their respective owners



Fanless Base System

Standard Base System

Features:
The FanlessBaseSystemis designedto work
seamlesswith any of our x1 and x4 capture
cards. It is the perfect choice for customers
that havefanlessrequirementslike Military or
Medicalor for anybodylookingfor a quiet high
performancePC. Includedis alsoa VESAMount
kit.
Forhighsecurityapplicationsthe systemis also
available with a Trusted Platform Module
TPM2.0.

PC Specifications:
Å CPU Intel Skylake i7 2.8GHz
Å RAM 8GB DDR4 (Optional 16GB)
Å SSD 240GB (Optional 500GB or 1TB)
Å Ethernet 2x Intel Gigabit LAN
Å USB 4x USB3.0 plus 2x Front USB2.0
ÅWifi Optional
ÅGraphics Output 2x HDMI Type A
Å Audio Stereo In and Out
Å PCIe Slots 1x PCIe Gen3 x4
Å Dimensions фΦс Ȅ уΦр Ȅ нΦтέ
Å Power Supply External 19V 90W
ÅOperating System Windows 10 Professional

Features:
TheStandardBaseSystemis designedto work
seamlesswith anyof our capturecards.
It comesstandardwith a singleslot PCIeGen3 x
16 riser card but can be expandedto a dual
configuration. The 2.5έHot Swap Storage
ExpansionBaysmake it the perfect candidate
for Videoarchiving. Availableas an option is a
19έRackmountKit.
Forhighsecurityapplicationsthe systemis also
available with a Trusted Platform Module
TPM2.0.

PC Specifications:
Å CPU Intel Kabylake i7 3.6GHz
Å RAM 8GB DDR4 (Optional 16GB)
Å SSD 240GB (Optional 500GB or 1TB)
Å Ethernet 2x Intel Gigabit LAN
Å USB 6x USB3.0 plus 2x USB2.0
ÅWifi Dual Band 802.11 AC
ÅGraphics Output 2x HDMI Type A plus DVI
Å Audio Stereo In and Out
Å PCIe Slots 1x PCIe Gen3 x16
Å Dimensions уΦр Ȅ мрΦт Ȅ оΦрέ
Å Power Supply Internal 120W
ÅOperating System Windows 10 Professional



16 Channel 3G-SDI Multi Viewer & Switcher

8x8 3G-SDI Matrix Switcher

Features:
MVS-16 is a 16x16 Matrix Switcher
with Multi Viewercombination. While
it features all the functionality of a
true Matrix Switcher, in Multi Viewer
Mode eachChannelcanbe monitored
in a wide varietyof Layouts. TheMulti
Viewer features Dual 3G-SDIand an
HDMI Output as well as Loopoutsof
eachInput. All InputsandOutputsare
full size BNC and HDMI Type A
connections.
Theunit featuresan integratedstatus
display,multiple control options and
lockoutfunctionality.

MVS-16

MSS-8

Å SDI Input Formats 1080p 60/59.94/50/30/29.97/25/24/23.98
1080psf 30/29.97/25/24/23.98
1080i 60/59.94/50
720p 60/59.94/50/30/29.97/25/24/23.98
625i 50 PAL / 525i 59.94 NTSC

Å SDI Compliance SMPTE-292M/259M/424M
Å SDI Color Space YUV 4:2:2
ÅMulti Viewer Out SDI and HDMI at 1080P/720P 25/30/50/60
Å Video Rates Auto Detect SD, HD, 3G-SDI
Å Controls Front Panel Buttons, RS-422, LAN
Å Power 2x Redundant 6-24VDC @ 25W
Å Dimensions {ǘŀƴŘŀǊŘ мфέ м wŀŎƪ ¦ƴƛǘ

Features:
MSS-8 is an affordable 8x8 Matrix
Switcherin a small1U 19έRackmount
package.
All Inputs and Outputs are full size
BNCconnections.
Theunit featuresan integratedstatus
display,multiple control options and
lockoutfunctionality.

Å SDI Input Formats 1080p 60/59.94/50/30/29.97/25/24/23.98
1080psf 30/29.97/25/24/23.98
1080i 60/59.94/50
720p 60/59.94/50/30/29.97/25/24/23.98
625i 50 PAL / 525i 59.94 NTSC

Å SDI Compliance SMPTE-292M/259M/424M
Å SDI Color Space YUV 4:2:2
Å Video Rates Auto Detect SD, HD, 3G-SDI
Å Controls Front Panel Buttons, RS-232, LAN
Å Power 2x Redundant 6-24VDC @ 16W
Å Dimensions {ǘŀƴŘŀǊŘ мфέ м wŀŎƪ ¦ƴƛǘ

Product Release Q3 2018



VIDEO FORMAT CONVERTERS

Scaling SDI to HDMI (SHCSA-2):
Å SDI Input up to 1080P60
Å HDMI and Composite Outputs
Å AES/EBU and Analog Audio 

Embedding and De-Embedding
Å DIP Switch and USB Controls
Å Selectable HDMI Color Space
Å Lockable 12V Power
ÅMounting Brackets and Power 

Supply included

Scaling HDMI to SDI (HSCSA-2):
Å HDMI Input up to 1080P60
Å Composite Input
Å 3x Parallel SDI Outputs
Å AES/EBU and Analog Audio 

Embedding and De-Embedding
Å DIP Switch and USB Controls
Å Lockable 12V Power
ÅMounting Brackets and Power 

Supply included

SDI to HDMI Mini Converter (SHC-2):
Å SDI Input up to 1080P60
Å HDMI Output
Å SDI Loopout
ÅMicro USB Power
ÅMounting Brackets and Power 

Supply included

HDMI to SDI Mini Converter (HSC-2):
Å HDMI Input up to 1080P60
Å Dual SDI Output
ÅMicro USB Power
ÅMounting Brackets and Power 

Supply included
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Non-Scaling Analog to HDMI Converter (AHCA-2):
Å Composite, S-Video, Component Video Inputs
Å HDMI Output up to 720P60 / 1080P30
Å Balanced or Un-Balanced Stereo Audio Embedding
Å Lockable USB Power
ÅMounting Brackets and Power Supply included

SDI MULTI VIEWER

Scaling 4 Channel 3G-SDI Multi Viewer (MVS-3):
Å 4 Channel 3G-SDI Inputs
Å Scaling HDMI and Dual SDI Outputs (parallel)
Å Audio Bars Overlay for each Video Channel
Å Custom Text Overlay for each Channel
Å DIP Switch or LAN Controls
Å 14 Video Layouts
Å Lockable 12V Power
ÅMounting Brackets and Power Supply included


